Non-Metallic Shoe % |

Metal Free * -

OUR REF: SINMT Technical Details

MEETS:

PRODUCT DESCRIPTION This product conforms to EN ISO 20345:2011 S1 SRC EN 20345:2011

EC type examination(s) carried out by: ITS Testing Services (UK) Ltd. Centre Court, Meridan

e Black smooth leather upper.
Business Park, Leicester, LE19 1WD, United Kingdom. Notified Body: 0362

Non-Metallic design.
— - - Temperature resistant outsole, 180 indicates
oIL Qil resistant outsole 4180 the maximum temperature

Anti-static properties |_.v 200 Joule toe cap

Energy absorbing heel area

Dual density PU sole.

200 joule composite toe cap

Shock absorber heel.

N

Anti static properties.

. : S1SRC
Qil resistant outsole.

Additional Information:
AVAILABLE SIZES: 05 - 13
It is important that the footwear selected is suitable for the protection required and the wear
environment. To ensure the best service from footwear it is important that the footwear is
regularly cleaned and treated with a suitable cleaning product (do not use caustic cleaning
agents).

PACKAGING: Individually packed

Per 01 ir
er Case 0 Rl Wet footwear should be allowed to dry naturally under cool dry conditions and not force dried.

COLOURS AVAILABLE: Black

Service Life: The actual wear life is dependant upon the type of footwear and the environmental
conditions which can effect the wear, contamination and degradation of the product’
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This document and any other statement provided herein by or on behalf of UCi are given for informational purposes and do not constitute a contractual agreement nor warranty of merchantability. UCi assumes no responsibility for the suitability or adequacy of an end user’s selection of footwear for a specific purpose.




