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PRODUCT INFORMATION

TAPED HI VIS 5 IN 1 RAIN JACKET
With Detachable Sleeves
UKJ6975

UKJ6975

Features
•	Reflective taped H pattern around body with 

biomotion taping on sleeve
•	Waterproof and breathable fabric
•	Waterproof outer shell, fully seam sealed
•	Resistance to Water Penetration: Wp ≥ 13,000 Pa
•	Water Vapour Resistance: R

et
 above 40

•	Zip-out reversible padded body warmer
•	Detachable, zip-out sleeves and heavy duty two 

way zippered front opening
•	Chin guard for increased comfort
•	Inner and outer jacket embroidery access
•	Two hip pockets with hand warmers
•	Outer jacket mobile phone pocket
•	Three pen holders on sleeve
•	ID card holder on outer and inner jackets
•	Elasticated sleeve storm cuffs with fastening

Fabric
•	100% Polyester Oxford with PU 

coating 300D
•	100% Polyester Fleece Lining 

200gsm
•	100% Polyester Mesh Lining 

120gsm

Size
•	XS - 6XL

Yellow/Navy
(TT04)

Orange/Navy
(TT05)

High stand collar for 
better neck protection

Reflective taped H 
pattern around body 
with biomotion taping 
on sleeves

Detachable zip-
out sleeves

Elasticated sleeve 
cuffs with fastening

ID card holder on outer 
and inner jackets

2

An extra reflective 
tape hoop at hem

Storm flap

Two hip pockets 
with hand warmers



   

PRODUCT INFORMATION

TECHNICAL FAQ’s SIMILAR PRODUCTS

www.bisleyworkwear.co.uk
UKJ6975

What is body length measurement (from CB 
neck to hem)?
XS:81cm, S:83cm, M:85cm, L:87cm, XL:89cm, 
2XL:91cm, 3XL:93cm, 4XL:95cm, 5XL:97cm, 
6XL: 97cm 

What is the sleeve length (neck seam to 
finished sleeve hem)?
XS: 77.5cm, S: 79.5cm,  M: 81.5cm,  L: 83.cm,
XL:85cm, 2XL:86.5cm, 3XL:88.5cm,  4XL: 90cm, 
5XL: 91cm, 6XL:92cm

UKJ6935T
TAPED 2T HI VIS 

WATERPROOF RAIN COAT

UKJ6966T
TAPED HI VIS RAIN 

SHELL JACKET

Size

To fit chest size (cm)

To fit chest size (inches)

XS	

87	

34	

S	

92	

36	

M	

97	

38

L	

102	

40

XL	

107	

42

2XL	

112	

44

3XL	

117	

46

4XL	

122	

48

5XL	

127	

50

6XL	

132	

52

JACKETS (Jackets are intended to be worn over shirts)	 	 MENS

STANDARDS
•	PPE REGULATION (EU) 2016/425 The 

PPE Regulation (EU) 2016/425 provides for 
harmonised requirements and procedures to 
establish compliance for products placed on 
the EU market, to ensure free movement in the 
EU territory for personal protective equipment 
Labelling Code Using Symbols
BISLEY WORKWEAR GARMENTS COMPLY 
WITH THE CE MARKING IN ACCORDANCE 
WITH PPE REGULATION (EU) 2016/425

•	EN ISO 6330:2012 Domestic Washing and 
Drying Procedures for Textile Testing
BISLEY WORKWEAR GARMENTS MEET THE 
REQUIREMENTS OF DOMESTIC WASHING 
AND DRYING IN ACCORDANCE WITH EN ISO 
6330:2012

•	EN ISO 20471:2013+A1:2016: High 
Visibility Clothing - Test Method and 
Requirements
HIS GARMENT IS CLASS 2. IT HAS A 
MINIMUM BACKGROUND MATERIAL OF 
0.5m2 AND MINIMUM REFLECTIVE MATERIAL 
OF 0.13m2.  THE BACK GROUND MATERIAL 
MEETS THE FLUORESCENT CAPABILITIES 
AND THE CHROMATICITY READING TO 
ENSURE THAT THE BRIGHT COLOURS ARE 
WITHIN THE REQUIRED COLOUR RANGE. 
RETROREFLECTIVE TAPE ON THIS GARMENT 
ALSO MEETS THE HIGHER RETRO-REFLECTIVE 
PERFORMANCE REQUIRED.

•	EN 343:2003+A1:2007 The measured 
properties of materials and seams of protective 
clothing and thier sussequent classification 
are intended to ensure an adequate  
protection level. Waterproof and Water Vapour 
Resistance are the essential properties to be 
tested and marked on the label.
THIS BISLEY WORKWEAR GARMENT 
COMPLY AND MEETS THE REQUIREMENTS 
OF EN 343:2003+A1:2007. THE WATER 
PENETRATION RESISTANCE IS CLASS 3 AND 
THE WATER VAPOUR RESISTANCE IS CLASS 1 
ISO 3758:2012 Care Labelling Code Using 
Symbols
BISLEY WORKWEAR GARMENTS COMPLY 
WITH ISO STANDARDS FOR CARE LABEL 
SYMBOLS

•	ISO 14184-1: Textiles - Determination of 
Formaldehyde - Part 1: Free and Hydrolized 
Formaldeyhe (Water Extraction Method) 
BISLEY WORKWEAR GARMENTS ARE FREE 
FROM FORMALDEHYDE


